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mechanism connection
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SCREW GOES
THIS WAY

SCREW GOES
THIS WAY

Ø6 mm screws
for wood or

plastic onlyM5 screws

Ø5 mm screws
for wood
or plastic

A B

BACKREST CONNECTION
Connection from side A: use M5 or Ø5 mm screws
Connection from side B: use Ø6 mm screws only

The usage of side A or B connection configuration
and its relative screws set depends by the
customer's needs and the kind of backrest selected.
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ULTIMO AGGIORNAMENTO

Prima di disinfettare l’intera superficie di qualsiasi componente, si consiglia comunque di 
procedere facendo delle prove su una piccola parte del prodotto.

* Analisi degli effetti derivanti 
dall’applicazione di prodotti 
chimici sulle superfici dei prodotti, 
eseguite presso un laboratorio 
accreditato.

I S T R U Z I O N I  D I  P U L I Z I A  E  D I S I N F E Z I O N E

N O M E P R O D O T T O

Activa

T I P O L O G I A

Supporto schienale 
regolabile

M AT E R I A L I

Nylon + fibra vetro

S U P P O R T O S C H I E N A L E I N N Y L O N 

Per la pulizia
Utilizzare un panno morbido e 
detergente neutro non aggressivo. 
Non utilizzare solventi, acidi, 
detergenti abrasivi o a base alcolica.

Per la disinfezione
Si consiglia l’uso dell’ipoclorito 
di sodio (0,1% - 0,5% sol.) o del 
perossido di idrogeno.*


