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S P E C I F I C A T I O N S P R O D U C T  C O D E S

5 STAR ALUMINIUM BASE

OCTOPUS

POLISHED /  BLACK PAINTED 5010151

BLACK PAINTED 5010150

SANDBLASTED 5010152

TYPE 5 star base

MATERIAL Aluminium

EXTERNAL DIAMETER 668,0 mm [26.29 in]

GLIDES /  CASTERS DIAMETER 640,0 mm [25.20 in]

MORSE CONE DIAMETER 50,0 mm [1.97 in]

CONE TAPER HEIGHT 85,0 mm [3.35 in]

SURFACE COLOURS /  FINISHES — Polished / Black painted

— Black painted

— Sandblasted

WEIGHT 1,60 Kg [3,53 lb]

ITEMS PER BOX 54

BOXES PER PALLET (MOQ) 2 boxes (108 items)

PALLET SIZE (LxWxH) 150 x 104 x 220 cm [59.1 x 40.9 x 86.6 in]

Octopus

TECHNICAL DATA SHEET — LAST UPDATE:  08/06/22



Ø50.0 mm [1.97 in]
Morse cone angle 1°26'16''
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Cone taper height
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T E C H N I C A L  D R A W I N G

OCTOPUS

S U R F A C E  C O L O U R S  /  F I N I S H E S

5 STAR ALUMINIUM BASE

BLACK PAINTED SANDBLASTEDPOLISHED TOP
BLACK PAINTED BOTTOM

NOTES

— Cone taper height: measured from ground (w/o casters or glides) to Morse cone taper Ø 50 mm [1.97 in].

— Minimum recommended distance between gas cylinder and ground for aluminium bases: 15~20 mm [0.59 ~ 0.79 in].
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