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S P E C I F I C A T I O N S

QUOIN (NYLON)  -  Ø  715 mm 5012055

TYPE 5 star base

MATERIAL Nylon + GF

AVAILABLE ALSO IN Aluminium

EXTERNAL DIAMETER 715,0 mm [28.15 in]

GLIDES /  CASTERS DIAMETER 680,0 mm [26.77 in]

MORSE CONE DIAMETER 50,0 mm [1.97 in]

CONE TAPER HEIGHT 74,0 mm [2.91 in]

SURFACE COLOURS /  FINISHES Photoengraved (Novatex 7381)

P R O D U C T  C O D E S

5 STAR -  Ø  715 mm NYLON BASE

ALUMINIUM 
VERSION AVAILABLE

Quoin
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Ø11.2 mm [0.44 in]

Ø50.0 mm [1.97 in]
Morse cone angle 1°26'16''

Ø5
0.

0 
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23.5 [0.93]

SECTION A-A

A

A

20.5 [0.81]

Ø680.0 [26.77]

Cone taper height

Ø715.0 [28.14]

74.0 [2.91]

75.0 [2.95]
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T E C H N I C A L  D R A W I N G

QUOIN (NYLON)  -  Ø  715 MM

S U R F A C E  C O L O U R S  /  F I N I S H E S

5 STAR -  Ø  715 mm NYLON BASE

R E L A T E D  P R O D U C T S

QUOIN (ALUMINIUM)
CODE:  5010365

PHOTOENGRAVED 
(NOVATEX 7381)

NOTES

— Cone taper height: measured from ground (w/o casters or glides) to Morse cone taper Ø 50 mm [1.97 in].

— Minimum recommended distance between gas cylinder and ground for nylon bases 30~35 mm [1.18 ~ 1.38 in].

Quoin

R E L A T E D  P R O D U C T S

Ø24 x  5  mm 
SMALL GLIDE

CARPET FLOOR:  4510101

Ø24 x  5  mm 
SMALL GLIDE

HARD FLOOR:  4510100

Via Paderno, 19 
25050 Rodengo Saiano (BS) Italy
www.donati.eu 

phone +39.030.6818711 
fax +39.030.6810448 
info@donati.eu
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S P E C I F I C A T I O N S

QUOIN (NYLON)  -  Ø  655 mm 5012070

TYPE 5 star base

MATERIAL Nylon + GF

EXTERNAL DIAMETER 653,5 mm [25.73 in]

GLIDES /  CASTERS DIAMETER 620,0 mm [24.41 in]

MORSE CONE DIAMETER 50,0 mm [1.97 in]

CONE TAPER HEIGHT 74,4 mm [2.93 in]

SURFACE COLOURS /  FINISHES Photoengraved (Novatex 7381)

P R O D U C T  C O D E S

5 STAR -  Ø  655 mm NYLON BASEQuoin

TECHNICAL DATA SHEET — LAST UPDATE:  11/10/23
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A

Ø50.0 mm [1.97 in]
Morse cone angle 1°26'16''

Ø11.2 mm [0.44 in]

25.7 [1.01]

Cone taper height

Ø5
0.

0 
[1

.9
7]

SECTION A-A

A

74.4 [2.93]

Ø653.5 [25.73]

75.0 [2.95]

20.5 [0.81]

Ø620.0 [24.41]
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T E C H N I C A L  D R A W I N G

QUOIN (NYLON)   -  Ø  655 mm

S U R F A C E  C O L O U R S  /  F I N I S H E S

5 STAR -  Ø  655 mm NYLON BASE

PHOTOENGRAVED 
(NOVATEX 7381)

NOTES

— Cone taper height: measured from ground (w/o casters or glides) to Morse cone taper Ø 50 mm [1.97 in].

— Minimum recommended distance between gas cylinder and ground for nylon bases 30~35 mm [1.18 ~ 1.38 in].

Quoin

R E L A T E D  P R O D U C T S

Ø24 x  5  mm 
SMALL GLIDE

CARPET FLOOR:  4510101

Ø24 x  5  mm 
SMALL GLIDE

HARD FLOOR:  4510100

Via Paderno, 19 
25050 Rodengo Saiano (BS) Italy
www.donati.eu 

phone +39.030.6818711 
fax +39.030.6810448 
info@donati.eu


