
PAG 159

HEIGHT 
ADJUSTMENT LEVER

3 POSITION BACKREST 
TILT  LOCK LEVER

S P E C I F I C A T I O N S

FRIENDLY 3  PLUS (BOLT-ON BACK BAR CONNECTION)

WITH TYPE-B ARMREST INTERFACE SEAT 1063250

WITH TYPE-N ARMREST INTERFACE SEAT 1063251

FRIENDLY 3  PLUS (INTEGRATED BACK BAR CONNECTION)

WITH TYPE-B ARMREST INTERFACE SEAT On request

WITH TYPE-N ARMREST INTERFACE SEAT On request

UPHOLSTERY PLATE 4515188

TYPE Weight-activated synchronized mechanism

TILT ANGLES 20° backrest / 6° seat

BACKREST TILT  LOCK 3 positions, by integrated lever

HEIGHT ADJUSTMENT By seat integrated lever

SEAT ANGLE ADJUSTMENT 4° forward, by lever

SEAT DEPTH ADJUSTMENT By seat integrated lever

SEAT DEPTH TRAVEL — 50,0 mm [1.97 in] (with 2 clips)

— 70,0 mm [2.76 in] (with 1 clip)

— 100,0 mm [3.94 in] (without clips)

CERTIFICATIONS — EN1335

— BIFMA

COMFORT Tension fine-tuning by lower knob

SEAT CONNECTION Integrated with the mechanism

ARMREST CONNECTION — Type-B armrest interface

— Type-N armrest interface

BACK BAR CONNECTION Width 100,0 mm [3.94 in]

UPHOLSTERY FIXING By quick connection upholstery plate

MORSE CONE DIAMETER 28,0 mm [1.10 in]

OUTER FINISH Black

P R O D U C T  C O D E S

SYNCHRON WEIGHT-ACTIVATED MECHANISMFriendly 3 Plus

SEAT DEPTH 
ADJUSTMENT LEVER

TENSION FINE 
TUNING KNOB

SEAT ANGLE 
ADJUSTMENT LEVER

TYPE-B & TYPE-N 
ARMREST INTERFACE 

CONNECTION

TECHNICAL DATA SHEET — LAST UPDATE:  14/03/23



From seat top to armrest fixing
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32.3 [1.27]

From seat top to cone taper
Ø28.0 mm [1.10 in]

Ø28.0 mm [1.10 in]
Morse cone angle 1°26'16''

57
.0

 [2
.2

4]

From seat top to backbar connection
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111.3 [4.38]

85.0 [3.35]

477.2 [18.79]

92.6 [3.65]

67.0 [2.64]

55.5 [2.18]
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T E C H N I C A L  D R A W I N G

WEIGHT-ACTIVATED MECHANISM

FRIENDLY 3  PLUS -  BOLT-ON BACK BAR CONNECTION &

TYPE-B ARMREST INTERFACE

S U R F A C E  C O L O U R S  /  F I N I S H E S

Friendly 3 Plus

BLACK PLASTIC
COVERS

TYPE-B ARMREST 
INTERFACE CONNECTION

ONLY

T Y P E - B  A R M R E S T  F I X I N G  K I T  C O D E S

FOR ALUMINIUM ARMREST

WIDTH ADJ.  -  W/O ARMBAR (EN1335 & BIFMA) 4501120

FOR NYLON ARMREST

WIDTH ADJ.  -  W/O ARMBAR (EN1335 & BIFMA) 4501121

R E L A T E D  P R O D U C T S

4 FIXING HOLES BACK BAR 
CONNECTION PATTERN

TYPE-B INTERFACE
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From seat top to backbar connection

From seat top to armrest fixing

92.6 [3.65]
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From seat top to cone taper
Ø28.0 mm [1.10 in]

Ø28.0 mm [1.10 in]
Morse cone angle 1°26'16''
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T E C H N I C A L  D R A W I N G

WEIGHT-ACTIVATED MECHANISM

FRIENDLY 3  PLUS -  BOLT-ON BACK BAR CONNECTION &

TYPE-N ARMREST INTERFACE

S U R F A C E  C O L O U R S  /  F I N I S H E S

Friendly 3 Plus

BLACK PLASTIC
COVERS

TYPE-N ARMREST 
INTERFACE CONNECTION

ONLY

R E L A T E D  P R O D U C T S

4 FIXING HOLES BACK BAR 
CONNECTION PATTERN

TYPE-N INTERFACE

FOR NYLON ARMREST

WIDTH ADJUSTABLE -  W/O ARMBAR (BIFMA) 4501111

T Y P E - N  A R M R E S T  F I X I N G  K I T  C O D E S
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S U R F A C E  C O L O U R S  /  F I N I S H E S

BLACK PLASTIC
UPHOLSTERY PLATE

UPHOLSTERY PLATE WEIGHT-ACTIVATED MECHANISMFriendly 3 Plus

T E C H N I C A L  D R A W I N G

UPHOLSTERY PLATE

Via Paderno, 19 
25050 Rodengo Saiano (BS) Italy
www.donati.eu 

phone +39.030.6818711 
fax +39.030.6810448 
info@donati.eu


