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HEIGHT 
ADJUSTMENT 

BOWDEN CABLE 
NEW VERSION 

AVAILABLE WITH 
ELLE LEVERS

(OPT. )  TILT  LOCK 
BOWDEN CABLE 

BOLT-ON 
SEAT PLATE 

ATTACHMENT 
153x153 mm 
[6 .0x6 .0  in]

S P E C I F I C A T I O N S

TYPE — Tilt mechanism

— Tilt mechanism with tilt lock

TILT ANGLES — 7° backward / 4° forward (W/O tilt lock)

— 7° backward (with tilt lock)

(OPT . )  TILT  LOCKING — 1 position, by Bowden cable

— 1 position, by Bowden activated lever

FACTORY SEAT SETUP — 2,5° backward (standard version)

— 6° backward (lounge version)

HEIGHT ADJUSTMENT — By Bowden cable

— By Bowden cable activated lever

COMFORT Factory setup

SEAT CONNECTION Bolt-on plate 153 x 153 mm [6.02 x 6.02 in]

MORSE CONE DIAMETER 28,0 mm [1.10 in]

MECHANISM SURFACE FINISH — Polished

— Black painted

DESIGN BY Strand + Hvass

P R O D U C T  C O D E S

CABLE ACTIVATION TILT MECHANISMInstar Cable

TWO SEAT ANGLE SETUPS:
— STANDARD (2 ,5°)

— LOUNGE (6 ,0°)

INSTAR CABLE TILT  -  WITH TILT LOC

POLISHED STANDARD,  CABLES ONLY 1022701

POLISHED STANDARD,  POLISHED ELLE LEVERS 1022703

BLACK STANDARD,  CABLES ONLY 1022700

BLACK STANDARD,  BLACK ELLE LEVERS 1022702

WHITE STANDARD,  WHITE ELLE LEVERS 1022704

POLISHED LOUNGE,  CABLES ONLY On request

BLACK LOUNGE,  CABLES ONLY On request

INSTAR CABLE TILT  -  W/O TILT LOCK

POLISHED STANDARD,  CABLE ONLY 1022501

BLACK STANDARD,  CABLE ONLY 1022500

POLISHED LOUNGE,  CABLE ONLY On request

BLACK LOUNGE,  CABLE ONLY On request
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W/O TILT LOCK VERSION
Tilt: 7° backward, 4° farward

WITH TILT LOCK VERSION
Tilt: 7° backward

153.0 [6.02]

2.5

57.7 [2.27]

12.0 [0.47]

From seat plate to cone
taper Ø28.0 mm [1.10 in]

15
3.

0 
[6

.0
2]

195.7 [7.70]

Seat tilt: 1°

Backrest tilt: 18°

16°

175.0 [6.89]

189.0 [7.44]

77
.0

 [3
.0

3]

67.0 [2.64]

Ø28.0 mm [1.10 in]
Morse cone angle 1°26'16''

50.0 [1.97]
95.2 [3.75]

55.9 [2.20]

Ø12.0 [0.47]

From seat plate to
backbar connection

15
.2

 [0
.5

7]

30
5.

6 
[1

2.
03

]

7.7 [0.30]

9.
0 

[0
.3

5]

8.
5 

[0
.3

3]

11
3.

0 
[4

.4
5]

48
.5

 [1
.9

1]

16.4 [0.65]

50.9 [2.00]
24

.0
 [0

.5
7]

From seat plate
to cone taper
Ø28.0 mm [1.10 in]106.9 [4.21]
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T E C H N I C A L  D R A W I N G

INSTAR CABLE TILT  -  STANDARD VER.

S U R F A C E  C O L O U R S  /  F I N I S H E S

CABLE ACTIVATION TILT MECHANISMInstar Cable

BLACK PLASTIC
COVER

POLISHED ALUMINIUM 
HOUSING,  ZAMAK LEVERS

BLACK PAINTED 
ALUMINIUM HOUSING,  SEAT 

PLATE,  ZAMAK LEVERS

WHITE PAINTED 
ALUMINIUM HOUSING, 

ZAMAK LEVERS

WINDOW GREY 
(RAL 7040)  PLASTIC 

COVER

TRAFFIC WHITE 
(RAL 9016)  PLASTIC 

COVER

TECHNICAL DATA SHEET — LAST UPDATE:  20/02/24
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W/O TILT LOCK VERSION
Tilt: 7° backward, 4° farward

WITH TILT LOCK VERSION
Tilt: 7° backward
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T E C H N I C A L  D R A W I N G

INSTAR CABLE TILT  -  LOUNGE VER.

S U R F A C E  C O L O U R S  /  F I N I S H E S

CABLE ACTIVATION TILT MECHANISMInstar Cable

BLACK PLASTIC
COVER

POLISHED ALUMINIUM 
HOUSING,  ZAMAK LEVERS

BLACK PAINTED 
ALUMINIUM HOUSING,  SEAT 

PLATE,  ZAMAK LEVERS

WHITE PAINTED 
ALUMINIUM HOUSING, 

ZAMAK LEVERS

WINDOW GREY 
(RAL 7040)  PLASTIC 

COVER

TRAFFIC WHITE 
(RAL 9016)  PLASTIC 

COVER

Via Paderno, 19 
25050 Rodengo Saiano (BS) Italy
www.donati.eu 

phone +39.030.6818711 
fax +39.030.6810448 
info@donati.eu


